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mm

00630001 EAC angle protractor with dial 4 x 90° 200
00630002 EAC angle protractor with dial 4 x 90° 300

2 circular scales

Main scale: 5'. 
Double numbering in 
opposite directions. 
Auxiliary scale: 10°

Max. perm. error: 5’ 
(without accessory)

Hardened stainless 
steel

Plastic case

Declaration of 
conformity

OpTIONAL ACCESSORIES:
00660002 Scale 200
00660003 Scale 300
00610102 Cast iron base with steel bottom suface, hardened

0061010100610102

EAC Angle Protractor with Dial 
Circular scale with needle pointer 
Easy reading on main and auxiliary scales 
Very low hysteresis 
Precision movement with compensation for mechanical play.

S T R A I g h T N E S S ,  A N g L E  A N d  I N C L I N A T I O N  M E A S U R E M E N T

 
Auxiliary 
scale

mm

076115566 ETALon angle protractor with vernier 200 mm 4 x 90° no 200 
076115567 ETALon angle protractor with vernier 300 mm 4 x 90° no 300 

5’

Max. perm. error: 5’ 
(without accessory)

Stainless steel, 
hardened

Plastic case

Declaration of 
conformity

OpTIONAL ACCESSORIES:
00660002 Scale 200
00660003 Scale 300
00610102 Cast iron base with steel bottom suface, hardened

ETALON Angle Protractor with Vernier Scale 
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